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PRODUCT DESCRIPTION: 

Super Lube® Wet Lube Bike Lubricant is a high performance synthetic lubricant that is 
exclusively designed for wet riding conditions.  This highly tenacious product will cling to 
the chain leaving a highly protective lubricating film. 
 
Super Lube® Wet Lube Bike Lubricant’s advanced formula provides protection against 
moisture, rust, corrosion and metal-on-metal wear.  
 
Super Lube® Wet Lube Bike Lubricant is environmentally friendly.  It contains no VOC’s, 
harmful solvents or heavy metals that could damage the environment. 
 
 
FEATURES: 

 Clean formula 
 Wide temperature 

range 
 Superior anti-wear 

properties 
 Water repellant 
 Water and salt water 

washout resistant 
 

 Clings to bike chain 
 Superior performance 

in severe conditions 
 Creates a barrier 

preventing dirt and 
mud from attacking 
the chain 

 

 Significantly increases 
the chain life by 
reducing friction and 
wear 

 Environmentally 
friendly 

 Biodegradable 

 

 
 
TYPICAL APPLICATIONS:  

 Bicycle chains  Motorcycle chains 

 

PACKAGE SIZES: 

 
 

 
 
 

Part No. Description 
55204 4 oz. Bottle  
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PROPERTIES:  

Test       Characteristic    Rating 
   Color:  Amber 
Temperature Range:  -40°F to 450°F (-40°C to 232°C) 
Biodegradability: CEC-L33-T82 50% degradability in 28-35 days 

60+% degradability in 56 days 
 

DIRECTIONS: 

• Shake well. 
• Apply to chain. 
• Wipe off excess. 

SHELF LIFE / WARRANTY: 

Super Lube® products have a five (5) year recommended shelf life when stored in the original container 
and in reasonable ambient conditions.  The warranty period is twenty-four (24) months from the date of 
purchase.  For complete information visit www.super-lube.com/what-is-the-shelf-life-ezp-320.html.  

   
See Safety Data Sheet (SDS)   

  for further details regarding  
  safe use of this product.            

                                                                                                                                           Made in USA 
 

The information provided in this Technical Data Sheet including the recommendations for use and application of the product are based on our 
knowledge and experience of the product as of the date of this bulletin. The product can have a variety of different applications as well as 
differing application and working conditions in your environment that are beyond our control. Synco Chemical Corporation is, therefore not 
liable for the suitability of our product for the production processes and conditions in respect for which you use them, as well as the intended 
applications and results. We strongly recommend that you carry out your own prior trials to confirm such suitability of our product.  

All Super Lube® trademarks in this document are trademarks of Synco Chemical Corporation.  

http://www.super-lube.com/what-is-the-shelf-life-ezp-320.html

